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REV: ECR/ECN INFORMATION: TITLE: 
KK 156 HEADER ASSEMBLY 

FRICTION LOCK, RA 

W/O PEGS, LEAD-FREE 

SHEET No. 

B 
EC No.: UCP2012-0114 

- 2 - 
 DATE:  10/31/2011 

   DOCUMENT NUMBER: CREATED / REVISED BY: CHECKED BY: APPROVED BY: 

SD- 41792-002 MMSTROH MKIPPER FSMITH 

TEMPLATE FILENAME: PRODUCT_SPEC [SIZE_A](V.1). DOC 
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 Group A-41792-0528/0544  Group A-41792-0002/0018  Group   Group  

 Header No: 41790-0002/0018  Header No: 41790-0002/0018  Header No:   Header No:  

 Pin No: 43294-0570  Pin No: 2161-37(102)  Pin No:   Pin No:  

 Plating: 228 – 30 GOLD  Plating: 102 – TIN  Plating:   Plating:  

 Pin Length L 27.94 / 1.100  Pin Length L 27.94 / 1.100  Pin Length L   Pin Length L  

 Mating    M 11.43 / .450  Mating    M 11.43 / .450  Mating    M   Mating    M  

 Gold Loc   G 6.86 / .270  Gold Loc   G N/A  Gold Loc   G   Gold Loc   G  

 Height      Y 5.41 / .213  Height      Y 5.41 / .213  Height      Y   Height      Y  

 PC Tail    P 3.96/ .156  PC Tail    P 3.96/ .156  PC Tail    P   PC Tail    P  

 Tin Loc    T 5.08/ .200  Tin Loc    T OVERALL  Tin Loc    T   Tin Loc    T  

  Voided Ckts NONE  Voided Ckts NONE  Voided Ckts   Voided Ckts  

  Pack Per PK-41792-002  Pack Per PK-41792-002  Pack Per   Pack Per  

Ckts  Material No Engineer Number  Material No Engineer Number  Material No Engineer Number  Material No Engineer Number 
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4     50-29-1673 A-41792-0004       
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6  41792-5532 A-41792-0532          
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